Strain Gages for Plastics

® Gage Factor

Approx. 2.1

® Applicable Linear Expansion 65

Applicable Adhesives and
Operating Temperature Ranges

CC-33A: -20to 80°C

KFP

M Foil Strain Gages

for Plastics

The KFP series foil strain gages provide an

RoHS

Coefficients (x10°/°q) CC-35: —20t0 80°C applicable linear expansion coeffcient of
CC-36: —201t0 80°C -6 /0 i i
@ Self-temperature- 5 : o 65 x 10-¢/°C, which makes them suitable
compensation Range 1010 80°C EP-348: -201t0 80°C for strain measurement of plastics such as
acrylic resin.
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Type 2 polyester-coated 3 polyester-coated Vinyl-coated flat Vinyl-coated flat
copper wires copper wires 2-wire cable 3-wire cable
Lengt! C1
15cm N15C2 N15C3 L15C2R L15C3R
30 cm N30C2 N30C3 L30C2R L30C3R
Tm N1M2 N1M3 LTM2R LTM3R
3m —_— — L3M2R L3M3R
5m — — L5M2R L5M3R
Operating temp. -20 1o 80°C -10t0 80°C
. L-6 L-7
GRS Twisted for = 50 cm L9for=6m L-10for =6 m

* For other lead-wire cable lengths, contact us.

. KFP @Uniaxial

=t I

KFP-5-350-C1-65

=
I KFP-5-120-C1-65

KFP-2-120-C1-65

Pattern Uniaxial Uniaxial Uniaxial
Base 13x5.2mm 10 x 4.7 mm 13x5.2mm
Gage (Grid) 5x2.5mm 2x2mm 5x 2.6 mm
Resistance 120 Q 1200 350 Q
Pieces per Pack 10 10 10

-

KFP-2-350-C1-65

Pattern Uniaxial
Base 10x 5.2 mm
Gage (Grid) 2x2.4mm
Resistance 350 Q
Pieces per Pack 10

When ordering, Lead-wire Cable Type and Shape Oprg. Temp.

specify the model number as follows. Vinyl-coated flat 3-wire cable L-7 (L-10 for 6 m or longer) 10t 80°C ; m L; l\\;l§§
e 5 [5M3R
ittt ittt ittt ittt b Vinyl-coated flat 2-wire cable L-6 (L-9 for 6 m or longer) 1m L 1TM2R
:KFP D D C1 65|:| : E ol —10 to 80°C 3m | SM2R
' = = = = Cable Code ] 5m | SM2R
N ik ] 3 polyester-coated copper wires 30 cm 30C3
|} 30cm -20 to 80°C 50 cm 50C3

RS ISIRSII przs=———50cm, 1 m 1m 1M3 2

2 polyester-coated copper wires 30cm N30C2 %

KFP-5-120-C1-65 LIM3R ‘ en | 0to80C _Soam  NS0C2 3

—occoocoocoocooailoo———"__ 50cm, 1m Tm N1M2 -

*Values in [J and lead-wire cable code silver-covered copper wires -20t080°C  25mm g

cannot be arbitrarily combined.
*Gage (Grid): Length x Width
63



